CERTYEX | e
Axel Johnson International

Satvéréjs TPHITPH-HD

Preces apraksts

Apraksts: CelSanas aki caurulu horizontalai parvietosanai.

Parbaudes slodze: 2 x WLL

Markéjums: AtbilstoSi standartam, Celtspéja (WLL), atvérums(mm), CE.

Parklajums: Krasots.

Standarts: EN 13155

Piezime: Satvérgji ir paredzéti terauda lokSnu celSanai un parvietoSanai ar maksimalo cietibu 37 HrC (345 HB, 1166 N/mm2).




Artikula Nr.

502100150400740

502100300400740

502100400500740

502100500600740

502100600500740

502100800700740

502101000700740

502101000600740

502101200700740

502101500700740

502102000700740

502102000600740

502103000600740

502106000600740

Kods

1.5TPH

3 TPH

4 TPH

5 TPH-HD

6 TPH

8 TPH

10TPH

10 TPH-HD

12TPH

15TPH

20TPH

20 TPH-HD

30 TPH-HD

60 TPH-HD

Celtspéja
tonnas

15

10
10
12
15
20
20
30

60

Zokla atvérums (mm)
mm

40
40
50
60
50
70
70
60
70
70
70
60
60

60

V (mm)

120
120
140
309
140
140
140
319
140
155
155
362
387

418

S

70

70

70

100

70

70

70

100

70

70

70

100

100

100

W (mm)

50
50
58
85
58
58
58
85
58
76
76
105
115

115

U (mm)

185
185
204
232
204
224
224
236
224
250
250

285

350

T (mm)

16
16
26
26
26
26
26
36
26
26
26
51
58

85

X (mm)

41
41
41
80
41
45
85
80
85

100

100
80
80

80

Y (mm)

25
25
25
20
25
25
45
30
45
60
60
35
40

60

Svars
kg

6,7

3,4

9,7

14
19

28,5
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