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Pneimatiska kézu vin€a Red Rooster TCR (250 - 2.000 kg)

Preces apraksts Apraksts: TCR sérijas pneimatiskas ké&Zu vin€as kravu parvietoSana ar svaru no 250 Iidz 2000 kg. RED
P ROOSTER pneimatiskas ké&Zu vincas ir pasi izstradatas lietoSanai ripnieciba. Izturigs térauda korpuss.
Standarta funkcijas:

e Preciza reguléjama atruma kontrole (pults vai radio vadiba)
e Optimala kravas vadiba, |oti preciza pozicionéSana

e Kompakts dizains

e Gala atdures sistema

e |ebivéts slodzes ierobezotajs

e Pults ar vadu vai radio vadiba

e Zems trokSna limenis

e (aisa spiediens 0,4 - 0,63 MPa (4 - 6,3 bar)

Papildus:

e Jurniecibai / Izturiga pret koroziju

e Parkldjums no C2 - Industrialais ITdz C5 - Arzonas specifikacija (Standarta sarkans parklajums. Citas RAL
krasas pieejamas péc pieprasijuma)

e Pults izvéle

e Radio talvadiba elektropneimatiskam vadibas iericém

e Vadibas sistemas

e Kédes konteineri (P.V.C., cinkots vai nerliséjo$a térauda)
® Pieejami dazada veida aki

e (aisa pievades sistéma ;un varsti

e (aisa pievades iekarta

e |ieka gaisa izvade
T ... Read more

PO R O D D T N T Ut P F S TN S

© August 2026 - All Rights Reserved www.certex.lv



https://www.certex.lv/katalogs/celtni-un-celsanas-sijas/pneimatiskas-kezu-vincas/pneimatiska-kezu-vinca-red-rooster-tcr-250-2-000-kg-p349883

Lifting Solutions Group
Axel Johnson International

Pneimatiska kézu vin€a Red Rooster TCR (250 - 2.000 kg)

Tehniska informacija
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Artikula Nr. Kods Celtspéja Kédes CelSanas Gaisa Gaisa CelSanas NolaiSanas Gaisa Darba Min. Kédes CelSanas A B
tonnas kritumu atrums patérin$ patérind atrums atrums ar savienojums spiediens gaisa izmérs  cikls/stunda mm mm
bez celot nolaizot ar maks. maks. (bar) caurules (mm)
slodzes (l/sek) (l/sek) slodzi slodzi %]
(m/min) (m/min)  (m/min)
TCR-
5601TCR600250C 0,25 20,5 25 27 10,5 17,9 1/2" BSPT 6 12" 6.3x19.1mm 4 460 212
600250C
5601TCR600250PE UER: 0,25 20,5 25 27 10,5 17,9 1/2" BSPT 6 1/2"  6.3x19.1mm 460 212
600250DPE ! ’ : : ) )
5601TCR500C TCR-500C 0,5 20,5 25 27 10,5 17,9 1/2" BSPT 1/2"  6.3x19.1mm - 460 212
5601TCR500PE  TCR-500PE 0,5 20,5 25 27 10,5 17,9 1/2" BSPT 1/2"  6.3x19.1mm - 460 212
5601TCR1000C  TCR-1000C 1 11,3 25 28 6 10,3 1/2" BSPT 12" 7.1x21mm - 485 212
TCR-
5601TCR1000PE 1000PE 1 11,3 25 28 6 10,3 1/2" BSPT 12" 7.1x21mm - 485 212
TCR-
5601TCR1000C2 1 9,5 25 27 53 9 1/2" BSPT 12" 6.3x19.1mm - 519 212
1000C2
5601TCR1000P2E TCR- 1 9,5 25 27 53 9 1/2" BSPT 1/2"  6.3x19.1mm 519 212
1000P2E ’ ’ ) .
5601TCR2000C2 TCR- 2 57 25 30 3 52 1/2" BSPT 12" 7.1x21mm 580 212
2000C2 ' ! .
5601TCR2000P2E UER: 2 57 25 30 3 52 1/2" BSPT 12" 7.1x21mm 580 212
2000P2E ' ! .
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