Axel Johnson International

Spriegotajs daksa | daksa ar tapu G-6313

Preces apraksts

Green Pin® FF Turnbuckle CP ir spriegotajs ar dak3as tipa galiem un droSibas tapam, kas visparigi atbilst ASTM F1145-92 standartam.
Viena no unikalajam Green Pin® spriegotaju Tpasibam, tostarp $im modelim, ir ta, ka tos var izmantot gan celSanai, gan nostiprinasanai.
CinkoSana nodroSina ilgstoSu izturibu pret koroziju un rasu. Spriegotajs ir pieejams diapazona ar vitnes diametru no 3/4" (reguléSanas
garums 6") lidz 2 3/4" (reguléSanas garums 24").

Sertifikacija péc pieprasijuma: 2.1, 2.2, 3.1, MTCa

Standarts: Visparigi atbilsto§s ASTM F1145-92, agrak U.S. Federal Specification FF-T-791b

Materials: Kalts augstas izturibas térauds SAE 1035 vai 1045
Markéjums: CE markejums
Parklajums: Karsti cinkots

Drosibas koeficients: 5:1




Artikula Nr.

422100240260

422100240265

422100240266

422100240267

422100330260

422100330265

422100450265

422100450266

422100450267

422100450260

422100690265

422100690266

422100690260

422100970260

422100970265

422100970266

422101270260

422101270265

422101680260

422102720260

422103400260

Diametrs (mm)

41
41
41
41
48
48
54
54
54
54
68
68
68
80
80
80
90
90

107

143

158

Celtspéja
tonnas

2,36
2,36
2,36
2,36
3,27
3,27
4,54
4,54
4,54
4,54
6,9

6,9

6,9

9,71
9,71
9,71
12,7
12,7
16,8
27,2

34

Regulésana (collas)

12
18
12

18

12
18
24
12
18
24
12
18
24
18
24
24
24

24

a"

3/4

3/4

3/4

3/4

7/8

7/8

114

11/4

11/4

11/2

1172

1172

13/4

13/4

212

23/4

b (mm)

369
444
520
670
561
713
447
598
750
903
641
803
962
675
825
980
938

1089

1151

1255

1348

¢ (mm)

487
640
792

1096
826

1132
554
859

1168

1470
914

1228

1539
942

1244

1551

1316

1621

1671

1831

1882

d (mm)

439
514
590
740
638
790
532
683
835
988
748
910
1069
806
956
1111
1092
1243
1338
1480

1604

e (mm)

24
24
24
24
27
27
31
31
31
31
a4
44
44
52
52
52
60
60
63
75

90

f (mm)

38
38
38
42
42
42
93
93
93
50
71
71
71
71
76
76
86
86
093

114

110

g (mm)

16
16
16
16
19
19
22
22
22
22
29
29
29
35
35
35
4
41
51
57

70

h (mm)

16
16
16
16
19
19
20
20
20
20
26
26
26
28
28
28
33
33
40
a1

41

i (mm)

41
41
41
41
48
48
54
54
54
54
68
68
68
80
80
80
90
90

107

143

158

Svars
kg

2,59
3,13
3,42
4,51
4,93
6,41
5,18
6,43
8,4

8,9

45,4
88

98
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