CERTYEX ..o
Axel Johnson International

kis ar cilpu un drosibas aizslégu 8.klase

8.klases térauda akis ar droSibas aizslégu.
Preces apraksts ... Read more

Materials: 8. klases térauds

Markeéjums: AtbilstoSi standartam, CE mark&jums

Darba temperatira :-40 - (+)200°C / 400°C = Celtspéja (WLL) 75%
Parklajums: Krasots, dzeltens

Standarts: EN 1677-3

Uzmanibu: Nepaklaut termiskai apstradei

Drosibas koeficients: 4:1
Klase: 8
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Tehniska informacija

Artikula Nr. Celtspéja Kédes @ (mm) K mm H mm E mm F mm R mm A mm Svars
tonnas kg
4013VAKB 1,12 6 109,5 20,5 28 10 28 22 0,5
4013VAKT78 2 7/8 136,5 27 34 11 33 245 0,8
4013VAK10 3,15 10 165,5 30 44 11 43 32 1,43
4013VAK13 B3 13 208 40 52 15 Bl 40 2,86
4013VAK16 8 16 252,5 51 60 19 61 56 5,64
4013VAK20 12,5 20 268,5 51 81 20 84 62,5 76
4013VAK22 15 22 312 67,5 82 24 77,5 70 13
4013VAK26 21,2 26 360 74,5 110 28 96,5 80,5 18
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