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Rinkveida stropes POWERTEX PRS

POWERTEX
Preces apraksts
Apraksts: Ir iespéjams piegadat rinkveida stropes ar celtspéju (WLL) Iidz 300

tonnam.
? Kimiska izturiba: noturigas pret lielako daJu neorganisko skabju, bet tam kaité
sarmi

StiepSanas pie celtspéjas nominala: 2-3%
Garuma pielaide: (EWL) +2%

Plasaku informaciju par tekstila stropém, to celtspé&ju aprékiniem un droSu tekstila

stropju lieto$anu Jis atradisiet TEHNISKAS INFORMACIJAS SADAL A
... Read more

Konstrukcija: Rinkveida strope, ieSita bezvilu apvalka

Materials: Poliesters

Markéejums: Atbilstosi standartam, CE markéjums, Ar UKCA mark&jumu, Stropém ir
zila mark€juma zime uz kuras noradits: razotaja simbols, celtspgja (WLL), garums,
izgatavosanas datums, CE zime un lietoSanas instrukcija

Darba temperatiira : -40° - +100°C

Standarts: EN 1492-2

Piezime: Saskana ar EN 1492-2: 2000 + A1: 2008: D.3.6: Stropes ir jaaizsarga pret
berzi un nodilumu, tai skaita pret kravu, tas stiriem vai pacelSanas iekartu. Ja
pastiprinajumi un aizsargi pret berzi un/vai nodilumu ir ieklauti komplekt3a, tie ir
pareizi jauzstada. Stropém var bt nepiecieSama papildu aizsardziba

Drosibas koeficients: 7:1
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https://www.certex.lv/tehniska-informacija/tekstila-stropes?utm_source=Tehnisk%25C4%2581%20inform%25C4%2581cija_tekstila%20stropes&utm_medium=link_tekstila%20stropes&utm_campaign=Tekstila%20stropes
https://www.certex.lv/katalogs/tekstila-izstradajumi/tekstila-stropes-celsanai/rinkveida-stropes-powertex-prs-p94635
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Tehniska informacija

Artikula Nr.

340100100050150

340100100100150

340100100150150

340100100200150

340100100250150

340100100300150

340100100400150

340100100500150

340100100600150

340100100000150

340100101400150

340100200050150

340100200100150

340100200150150

340100200200150

340100200250150

340100200300150

340100200400150

340100200500150

340100200600150

340100200000150

340100300050150

L (EWL)
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Tehniska informacija

Artikula Nr.

340100300100150

340100300150150

340100300200150

340100300250150

340100300300150

340100300400150

340100300500150

340100300600150

340100300000150

340100400100150

340100400150150

340100400200150

340100400300150

340100400400150

340100400500150

340100400600150

340100400000150

340100500050150

340100500100150

340100500150150

340100500200150

340100500250150

340100500300150

340100500400150

340100500500150

340100500600150

340100500000150

340100600200150

340100600300150

340100600400150

340100600500150
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Artikula Nr.

340100600600150

340100600000150

340100800100150

340100800150150

340100800200150

340100800300150

340100800400150

340100800500150

340100800600150

340100800000150

340101000200150

340101000300150

340101000400150

340101000500150

340101000600150

340101000000150

340101500200150

340101500400150

340101500600150

340101500800150

340102000200150

340102000400150

340102000600150

340102000800150

340102001000150

340102500600150
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