Hollow Plunger Cylinder HHJ H

General:
- Max. working pressure: 720 bar/ 72 Mpa
- Acting type: double
- Return type: hydraulic
- Usable in all positions
- Protected against ejection of plunger
- Protected against overpressure on return side
- Hollow saddle prevents damage to the plunger. Easy to replace

Standard supplied with:
- High Flow female coupler A 118 on inlet port
- High Flow female coupler A418 with pressure relief valve on outlet port
- Hollow saddle

Available on request:
- Cylinders manufactured in conformity with customer specifications
- Collar thread
- Base mounting holes

Material: steel

<table>
<thead>
<tr>
<th>Part Code</th>
<th>Model</th>
<th>tonnage (tons)</th>
<th>stroke length (mm)</th>
<th>Closed height (mm)</th>
<th>A (mm)</th>
<th>B (mm)</th>
<th>C (mm)</th>
<th>D1 (mm)</th>
<th>D2 (mm)</th>
<th>E (mm)</th>
<th>F (mm)</th>
<th>P (mm)</th>
<th>R (mm)</th>
<th>S thread size</th>
<th>Weight (kg)</th>
</tr>
</thead>
<tbody>
<tr>
<td>16.40100122045</td>
<td>HHJ 30 H 15</td>
<td>30</td>
<td>150</td>
<td>285</td>
<td>285</td>
<td>120</td>
<td>70</td>
<td>85</td>
<td>40</td>
<td>275</td>
<td>50</td>
<td>33</td>
<td>M50x1.5</td>
<td>23</td>
<td></td>
</tr>
<tr>
<td>16.40100122031</td>
<td>HHJ 60 H 20</td>
<td>60</td>
<td>200</td>
<td>334</td>
<td>334</td>
<td>166</td>
<td>80</td>
<td>70</td>
<td>85</td>
<td>41</td>
<td>319</td>
<td>39</td>
<td>45</td>
<td>M65x1.5</td>
<td>40</td>
</tr>
<tr>
<td>16.40100122051</td>
<td>HHJ 100 H 10</td>
<td>100</td>
<td>100</td>
<td>265</td>
<td>265</td>
<td>210</td>
<td>100</td>
<td>70</td>
<td>85</td>
<td>52</td>
<td>245</td>
<td>55</td>
<td>54</td>
<td>M72x2</td>
<td>53</td>
</tr>
<tr>
<td>16.40100122053</td>
<td>HHJ 100 H 20</td>
<td>100</td>
<td>200</td>
<td>395</td>
<td>395</td>
<td>210</td>
<td>100</td>
<td>70</td>
<td>85</td>
<td>52</td>
<td>375</td>
<td>75</td>
<td>54</td>
<td>M72x2</td>
<td>78</td>
</tr>
</tbody>
</table>